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Brilliant extras
 – EasyClean coating
 – Super-fast terrace motor
 – slowturn

Features

WAREMA top-mounted external venetian blinds are installed together with the window and are therefore also 
perfectly suited for use in both new buildings and renovations. The box is made completely from plastic, hence 
this external venetian blind is an exceptional alternative to the top-mounted external venetian blind

Max. width* 3,000 mm

Max. height* 3,000 mm

Max. area* 9 m2

Slats Beaded 80 S mm, flat slats 80 mm

Drive Motor

Box Plastic hollow chamber profiles, additional front cover made of 
folded aluminium or extruded profile optional

* depending on type and equipment

The benefits for you
 – Boxes available in different models
 – External venetian blind with guide profile for fixing with clamping pins
 – Compact dimensions allow use even for medium and small wall 
openings

 – Visible plastic parts optionally available with laminate for perfect 
adaptation to laminated plastic windows

 – Perfect integration into the facade
 – Economical installation together with the window

Top-mounted 
external venetian blinds
Can be perfectly combined with top-mounted roller shutters

20
22

04
6/

07
.2

01
8_

en

➊ Box made from plastic 
➋ Lateral guidance 
➌ Slats 
➍ Tilting tape 
➎ Bottom rail

Visible box Flush-mounted design


